
Assembling your i400F

The components within your stove are assembled at our factory to ensure that our quality standards are 
met. We then dissasemble it again and pack the components into your stove to prepare it for delivery.
This may mean that you may find some liner dust in your stove, this is nothing to be concerned about.

We have also created a video of the following instruction which is available at: 
www.aradastoves.com/support/videos

Step 1

Lower the Grate Bar Support tabs 
into the slots at the rear of the 
stove. It may need persuading 
into position with a rubber mallet.
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Parts Included

Throat Plate Grate Bar Support (GBS) Ashpan Ashpit Base 3 x liners (various sizes)

Step 3

The arrow on the Throat Plate 
should be facing upwards and 
outward.
Until the liners are fitted you will 
need to support the Throat Plate 
with one hand.

Step 2

The Throat Plate will fit in through 
the opening of the stove when 
tilted at an angle.

Instructions continue overleaf.



Assembling your i400F

Step 6

Place the largest liner (labelled 
‘3’ ) into the rear of the stove 
and then swing it against the 
stove side in the same manner 
as liner ‘2’. 
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Step 7

The front edge of the Throat 
Plate can be now be lowered 
to rest on the topmost edges 
of the side liners.

Step 8

Insert the Ashpit base into the ash chamber. The notched edge is 
inserted first as shown, with the edge with a circular hole closest to 
you. The Ash Pan then sits on top of this.

Step 4

Insert the liner labelled ‘1’ first 
at the rear of the stove. It may 
need persuading into position 
with a rubber mallet.

Step 5

The liner labelled ‘2’ is fitted 
next. Push its longest side 
edge-on into the rear of the 
stove and then slide it against 
the side of the stove like a 
door.


